
J9: Volume Attenuation 
Left Side  
J8: Volume Attenuation 
Right Side 
 
Volume selection jumper 
positions for J8 and J9 : 
 
LOUD: 
 
 
MEDIUM: 
 
 
QUIET:  
 
 

J10: Line out header 

LEFT 
RIGHT 
GROUND 

J11: Line in header 
 
GROUND 
RIGHT 
LEFT 
 

J5: Board Voltage Header 
 
 
5 Volt 
Ground 
 

J1: MIDI IN header 

    Pin 5  of MIDI DIN 
Pin 4      of MIDI DIN 
(For panel mount 
connector) 
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J6: MIDI THRU 
 
VCC 
MIDI THRU 
GND 
 

J7: MIDI OUT 
 
VCC 
MIDI OUT 
GND 
 

Some modules might support  
midi out for patch dump, etc.. 

Buffered repeated 
MIDI IN signal LEFT LINE 

OUT 

RIGHT LINE 
OUT 

LEFT LINE 
INPUT (option) 

RIGHT LINE 
INPUT (option) 

MIDI  
INPUT 

WAVEBLASTER 
HEADER 

SW1: Optional reset button 

NOTE:  
MIDI THRU/OUT 
Connection to  
Female midi  
Connector: 

 
VCC 
MIDI 
GND 
 


